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A B S T R A C T   
In Small Island Developing States (SIDS), water pollution is not monitored or assessed frequently enough to fully 
understand the processes, impacts of water quality issues and what solutions are available This study investigated 
flushing time in Erakor lagoon and Port Vila Bay, Vanuatu using a numerical model developed in Delft3D. Mi-
crobial contamination by Escherichia coli was detected in multiple locations in the lagoon system with counts 
exceeding thresholds related to human health concerns. Modelling demonstrated a poor flushing time overall 
with a further decrease as the influence of waves and wind increased, especially in Vila Bay. Sea level rise 
resulted in an increase in flushing time downstream of the lagoon near the open sea, while with a decrease 
upstream and in Vila Bay. Based on these results, we recommend long-term continuous monitoring and iden-
tification of higher risks areas to prioritise decisions around wastewater management.   
1. Introduction 
Small Island Developing States (SIDS), such as Vanuatu, face multi-
ple challenges in terms of environment and development including coral 
reef deterioration, damage to infrastructure, loss of coastal land and 
managing waste and growing population (Graham et al., 2020; Devlin 
et al., 2020). Vanuatu is considered one of the world's most vulnerable 
countries to natural hazards (Heintz et al., 2018) and inherently 
vulnerable to climate change impacts (Nurse et al., 2014). Vanuatu's is 
exposed to sea level rise impacts and other natural disasters and is 
vulnerable due in part to being comprised of many small remote islands 
with remote communities, its low level of economic development and 
the concentration of settlements and infrastructure in the coastal zone 
(Garschagen et al., 2016; Mackey and Ware, 2018; Boateng, 2010). 
SIDS are also vulnerable to climate change impacts including sea 
level rise (Nurse et al., 2014) which can reduce the water quality from 
salinisation and increase coastal flooding (Thomas et al., 2020). These 
impacts are added to the multiple pressures facing SIDs and coastal 
systems. Vanuatu's population has increased by 66% (2000− 2020) with 
24.4% of the population now living in urban locations (United Nations, 
Department of Economic and Social Affairs, Population Division, 2019) 
with projections suggesting this could increase by 88% by 2050 (United 
Nations, Department of Economic and Social Affairs, Population Divi-
sion, 2019). The population growth rate on Efate Island is almost double 
this national rate with the majority of the growth occurring in the peri- 
urban fringes of Port Vila municipality, Efate (Komugabe-Dixson et al., 
2019; Zari et al., 2020). Port Vila, the nation's capital, has more than a 
quarter of Vanuatu's total population and the growth rate is estimated to 
be up to 8% per annum (Zari et al., 2020). Increasing population growth 
and tourism in Pacific SIDS (Gheuens et al., 2019) results in more marine 
pollution, wastewater discharge and land degradation and therefore an 
increase in the need for improved sanitation systems. The increase in 
coastal population growth and tourism in Pacific SIDS (Gheuens et al., 
2019) results in increased demand for sanitation system from the 
additional marine pollution, wastewater discharge and land degrada-
tion. This increase in coastal population and the inadequate sewage 
infrastructure is one of the main drivers of marine pollution across the 
Pacific SIDS (McEvoy et al., 2017). This is the case of many south Pacific 
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islands where wastewater is discharged directly into the ocean with little 
or no treatment (Graves et al., 2021) which may affect coral reefs and 
coastal ecosystems (United Nations, 2004). Done and Navin (1990) 
noted that the two main threats to the coral reefs of Vanuatu are siltation 
and eutrophication caused by domestic sewage discharged into reef 
waters. Tourist resorts in Vanuatu are concentrated along the coast, 
where limited or no wastewater treatment or management systems are 
in place (SOPAC, 2007). In Port Vila, the associated growth in popula-
tion and development has resulted in wastewater being discharged into 
Port Vila Bay and Erakor Lagoon (Fig. 1) yet there are no effective 
wastewater management systems in place. 
In Vanuatu, sewage contamination is also a serious health issue 
(Devlin et al., 2020) with many of the discharged wastes sourced from 
uncontrolled and unregulated piping and drainage (SOPAC, 2007; 
SPREP, 2016), And many businesses and houses having a direct- 
discharge sewage system (SOPAC, 2007). Sewage contamination is an 
additional stress on coral reef ecosystems, exacerbating climate change 
impacts and further highlighting the need to protect coastal water 
quality. Other pressures that may also be impacting on the water quality 
of the Bay include dredging and industrial runoff. In 2017, the channel 
on the southern end of the inner harbor in Vila Bay was dredged to 5.5 m 
depth with a channel 50 m wide, 200 m long (Hall, 2021). 
To date, assessments of water quality and wastewater in Vanuatu 
coastal waters (Graham et al., 2020; Devlin et al., 2020; SPREP, 2016) 
with have shown that water quality issues are close to shore, though a 
lack of long-term data make it difficult to identify scale of change. Faecal 
contamination from sewage is often the reason for high bacterial levels 
(Hart et al., 2020). Total coliform, E. coli and Enterococci are the three 
types of bacteria tested as indicators of the presence of faecal material 
within Port Vila Harbor (Department of Geology, Mines & Water 
Resources, Government of Vanuatu, 2018; Taillardat et al., 2020). Such 
pathogens may pose health risk to people fishing, swimming and bathing 
in a water body. It was found that many businesses and houses in Port 
Vila Town still continue to empty human waste directly into the 
drainage system. Water quality issues became highly publicised when 
recreational activities including swimming, fishing, snorkelling were 
banned within Port Vila Bay in July 2018 due to high levels of bacteria 
with total coliform and E. coli (Department of Geology, Mines, and Water 
Resources, Government of Vanuatu, 2018). In 2021, the swimming ban 
was lifted in some parts of Vila harbor, though all swimming is banned 
during rainfall events. Erakor lagoon system is also highly used by locals 
and tourist for recreational activities There is also a further lack of water 
quality data in Erakor lagoon system (DGMWR, 2008) and therefore 
water pollution might go unnoticed, and might be unsafe for any rec-
reational activities as found in Vila Harbor. 
The effective management of reef-lagoon systems such as Erakor 
Lagoon requires a detailed understanding of the dominant circulation 
patterns that drive key processes such as sediment transport, biochem-
ical cycling and spatial ecology (Lowe et al., 2010). The circulation can 
be driven by waves, tide, wind or buoyancy forcing (Lowe et al., 2010; 
Sous et al., 2017; Dumas et al., 2012). An understanding of circulation 
and the physical dispersal patterns of the wastewater are fundamental to 
managing water discharge and water quality in the system. However, 
knowledge of the flushing patterns and residence time within Erakor 
Lagoon and Port Vila Harbor is limited, and the factors influencing 
circulation patterns are unknown. Exposure to potential pollutants could 
be identified with a more informed understanding of the circulation and 
hydrodynamics of Erakor lagoon and Port Villa Bay. Furthermore, 
modelling of pollution transport would provide information on the 
likely impact of pollution on coastal coral reefs and human health. 
Fig. 1. Maps showing the cases studies: A) shows the archipelago of Vanuatu and the location of Efate Island, B) shows the location of the case studies, Erakor Lagoon 
consisting of Erakor 1, Erakor2, Erakor3, and Vila Bay. The green cross is the market discharge, and the blue cross is the Hospital discharge. The white circle is the 
part dredged to 5.5 m in Vila Bay Harbor. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this article.) 
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The aim of this study, therefore, was to understand the fate of pol-
lutants and their residence time within Port Vila Bay, where health 
impacts from wastewater discharge are well documented, and in Erakor 
Lagoon where there is little understanding of the impact of wastewater 
discharge on water quality. Given ongoing climate change impacts, we 
also modelled the potential impacts of project sea level rise under a 
range of scenarios. It was also anticipated that this study could generate 
information to support the development of water quality management 
action plans for the bay and lagoon which are currently lacking. 
2. The study area 
Vanuatu is an archipelago comprising 83 small islands in the South 
Pacific Ocean of mostly volcanic origin with 65 of them inhabited. There 
are about 1300 km between the most northern and southern islands and 
the total area is around 12,189 km2. Shefa is one of the six provinces of 
Vanuatu located in the centre of the country and includes the island of 
Efate which is volcanic and limestone/raised reef in origin. Erakor 
Lagoon system is located in the East side of Port Vila in Efate Island. 
Erakor Village has a long coastline with extensive reefs and seagrass 
meadows that are habitats for dugong and sea turtles (McEvoy et al., 
2017). Most of the hotels and infrastructures are located on the shores of 
the lagoon. The Hospital is also located close to the lagoon with 
wastewater pipes connecting them. Erakor lagoon consists of three la-
goons referred to as Erakor lagoon 1, Erakor lagoon 2 (known as 
Ekasuvat Lagoon) and Erakor lagoon 3 (known as Emtem Lagoon) 
(Fig. 1). Erakor lagoon 2 is around 3 km long, 0.5 km wide and 10 m 
deep and has an entrance to the ocean at the southern end and a second 
outlet that leads to Erakor Lagoon 3, which is around 2.5 km long, 0.75 
km wide and 6 m deep (Carter, 1990). A 1 km long by 60 m wide channel 
links them. Erakor Lagoon 2 is linked to Erakor Lagoon 1 by a 750 m 
channel long and around 100 m wide. Vila Bay contains Port Vila Har-
bor, Ifira Island and Iririki Island. Vanuatu has two seasons, summer 
from November to April which is hot and humid and winter from April to 
October which is cool and dry. The average wave directions and wind 
directions are coming from the South-East (Faivre et al., 2019) and 
stronger winds and waves are generally from May to September. 
Semi-treated hospital waste released in the lagoon (blue cross in 
Fig. 1) could degrade the water quality. 
3. Methodology and approach 
Modelling of pollution transport would provide information on the 
likely impact of pollution on coastal coral reefs and human health. Data 
on waves, tides and currents were collected by Griffith University to 
calibrate a numerical model for estimating pollution residence time in-
side Vila Bay and the Erakor Lagoon system and the dispersion of pol-
lutants in the lagoons. The residence time characterizes the local 
transport rate and is calculated as the flushing time measured with 
passive tracers. Then, scenarios were used to examine the potential 
Fig. 2. Major steps in the approach used in this study. Both existing data and new field-based observations were used to calibrate a simulation model of the currents 
and water quality of the Erakor Lagoon system. The model was run under different scenarios to explore the effect on the residency time of pollutants of changes in 
wind, wave, and sea level rise. The results provided evidence in support of recommendations for water quality management planning. 
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impacts on the residence time of pollutants in the lagoon system from 
climate change-driven sea level rise and associated shifts in wind and 
waves. From these scenario analyses, recommendations were developed 
for wastewater management plans. 
In this study we applied a 2D flow model coupled with waves to the 
complex bathymetry of Erakor Lagoon and Mele Bay including Vila 
Harbor using Delft 3D software. Fig. 2 presents an overview of the major 
steps in our approach. 
3.1. Available data 
The Pacific Sea Level Monitoring (PSLM) operates under the Climate 
and Oceans Support Program in the Pacific (COSPPac). Vanuatu is 
among twelve participating countries in the program called Sea Level 
Fine Resolution Acoustic Measuring Equipment (SEAFRAME). A tide 
gauge was installed in 1993 under this program in Port Vila (longitude: 
168◦17′35′′E; latitude: 17◦45′41′′) (Fig. 4). In addition, other variables 
are recorded including atmospheric pressure, air, water temperatures, 
winds speed and direction. The tides in Port Vila are mainly semi-diurnal 
with a tidal range varying from about 1.6 at spring tide to 0.6 m at neap 
tide. 
Global water levels projections were available for four emissions 
scenarios (Table 1, Pacific-Australia Climate Change Science and 
Adaptation Planning Program, 2013). Sea level rise in Vanuatu is pro-
jected to range from 18 cm to 89 cm between 2030 and 2090 compared 
to the baseline period of 1986-2005. 
Currents in the lagoon can also be influenced by winds (Graham 
et al., 2020) with stronger winds expected during May to September and 
weaker winds typically occurring during November to April (Graham 
et al., 2020). An existing wind station at the airport show winds coming 
from the southeast and lower winds during the summer season from 
December to March as shown in Fig. 3. This wind station is used later to 
force our models. 
No permanent wave buoys have been deployed in Vanuatu to collect 
wave data. However, global wave data from WAVEWATCH III (WW3) 
model of Tolman (2009) were available. WW3 is a third-generation 
wave model hosted by NOAA/NCEP who make available a dataset of 
parametric and spectral wave data from 1979 to the present and avail-
able model grid points around Efate Island are shown in Faivre et al. 
(2019). For the southwest of Efate, the average significant wave height is 
coming from the southeast (Fig. 3). 
3.2. Data collection 
3.2.1. Measurements of physical parameters (waves, currents and salinity) 
Waves were measured outside the reef as shown in Fig. 4 with a 
spotter wave buoy (Sofarocean, 2021) placed at around 34 m depth at 
the longitude: 168.3056◦ and at the latitude -17.7815◦ from 07/05/ 
2019 to 30/05/2019. A pressure sensor (RBR duets 3) measuring waves 
and water levels was placed at the entrance of Erakor Lagoon (Lon: 
168.30427◦; Lat: − 17.773697◦) from 04/10/2018 to 10/10/2018 (red 
cross Fig. 4) and on the reef (Lon: 168.30592; Lat: 17.77809) from 07/ 
05/2019 to 30/05/2019 (red thick cross, Fig. 4). 
Four Marotte HS tilt-drag type current meters were placed at four 
strategic locations from 08/05/2019 to 30/05/2019 to measure the 
current at the seabed in order to calibrate the hydrodynamic model 
Table 1 
Sea level projection for three emissions scenarios (Source: Pacific Climate 









Very low emissions scenario 
(RCP2.6) 
8–19 15–31 20–45 25–59 
Low emissions scenario 
(RCP4.5) 
8–18 15–32 23–49 30–67 
Medium emissions scenario 
(RCP6) 
8–18 15–31 23–48 32–69 
High emission scenario 
(RCP8.5) 
8–18 17–35 29–59 42–89  
Fig. 3. Wave roses (A) and wind roses (B) per season for Port Vila, Vanuatu using WW3 data for the period of 1979–2018.  
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developed in Delft 3D (Fig. 4). The locations were chosen to be able to 
quantify the speed at the entrance, between lagoons where the speed 
significantly increase and in Erakor Lagoon 2 where the current is ex-
pected to be lower. Current meters 1, 2 and 4 were placed to be able to 
calculate a rate of water system exchange. 
LaGrangian drifters were released in different parts of the lagoon 
(Fig. 4) to inform the circulation by measuring surface current and were 
used as indicator for calibrating the model. The design of the drifters was 
inspired by the small drifter from Spencer et al. (2014) using AMOD 
AGL3080 GPS Data Loggers stored in a PVC container bolted to the top 
of the frame (Fig. 4). The current at the surface was deduced from the 
position of drifters released at different parts of the lagoon. The influ-
ence of wind on the drifters were reduced by four drag-producing vanes 
(Fig. 4) attached together to a threaded piece of rod of 0.5 m which acted 
together as a drogue for stability and control (Spencer et al., 2014). In 
addition, windage and inertial force should have negligible effect on the 
Fig. 4. Location of data collected. Pink and orange dots are the E. coli sample collected in May 2019 and from October 2019 to February 2020 respectively. Blue 
crosses are the locations of the current meters, red dots and crosses are tide gauges and the yellow dot is the wave buoy spotter. The red circle shows the area that was 
dredged in 2017. Numbers and letters are results from models presented later in the paper. The lines in the pink shades are the drifters track, darker colours showed 
higher speed. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this article.) 
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drifters over time as only a small portion of the drifters are exposed 
above the surface water (Spencer et al., 2014). Indicative tracks and 
speed are shown in Fig. 4. The drifters were always deployed during low 
tide with 30 min difference interval were travelling from upstream 
(Erakor 3) to downstream of the lagoon (Erakor 1). This experience was 
carried out from 18/05/2019 to 22/05/2019 during the spring tide and 
low tide at 3 main locations in Erakor lagoon system: - at the upstream 
part of the channel connecting Erakor 3 and Erakor 2, at the upstream 
part of Erakor 2 around the hospital discharge, and at the upstream part 
of the channel connecting Erakor 2 and Erakor 1 (Fig. 4). In Erakor 2, 
sometimes the drifters ended in the shallow waters on border of the 
lagoon, when this happened, the tracker was stopped and restarted at 
the same level but in the middle of the lagoon. 
3.2.2. Measurements of E. coli bacteria 
We selected sites for sampling that are used for community activities 
such as swimming and fishing, and with tourism-based activities. Mea-
surements of E. coli Bacteria in surface water has been tested in five key 
locations (Fig. 4) within Erakor Lagoon in May 2019 using Aquagenx 
Compartment Bag Tests (CBTS) as shown in Fig. 5 (Aquagenx, 2021). 
CBTs produce a quantitative estimate of E. coli concentration based on a 
most probable number (MPN) per 100 mL (Stauber et al., 2014; Gro-
newold et al., 2017). 
The compartment bag test is a self-contained, portable kit providing 
the ability to detect and quantify the presence of E. coli (Stauber et al., 
2014) in recreational waters using a 1:10 dilution. These test kits are 
ideal for on-site testing where laboratory resources are not readily 
available. Colour changes to a distinctive blue colour within bag com-
partments of 10, 30, 56, 3 and 1 mL volumes to indicate positive results 
of E. coli in the compartment bag test and the concentration of E. coli is 
calculated using the volumes of positive and negative compartments to 
estimate an MPN/100 mL. Positive results for E. coli in the compart-
ments indicates the presence of total coliforms. These coliforms can also 
be observed separately with UV Flashlight. Additional instructions on 
interpretation are provided in Aquagenx (2020). Sites were selected and 
sampled in the first month (May 2019) of the campaign (Fig. 4) 
including nearshore beach resorts, hospital discharge site and resort 
discharge sites. Sites were located at the entrance of the lagoon system 
and Erakor 1 (marked with Points 0 and A in Fig. 4), at the downstream 
part of Erakor 2 (Point B), at the nearshore beach from the hospital 
discharge (Point C), at the hospital discharge (Point D), in the channel 
connecting Erakor 3 and 2 (Points E and F) and at the upstream part of 
Erakor 3 (Point G). The downstream part of Erakor lagoon is Erakor 1 
during the ebb tide. Spills have been observed coming from pipes at the 
hospital site (Point D) and at the downstream part of Erakor 2 (Point B), 
and sampled during the discharge of water from these pipes. Other sites 
were sampled from October 2019 to June 2020 on a monthly basis, and 
again, the sites focused on resort discharge beaches or nearshore ame-
nity areas (community fishing and swimming). Results are shown later 
in Table 2. 
3.3. Numerical modelling 
3.3.1. Model set-up 
To understand the circulation in the lagoon systems of Vila Bay and 
Erakor, a hydrodynamic model assessing the contribution of waves, tide 
and wind on the flushing time of the system was developed with Delft 3D 
which solves the Reynolds averaged Navier-Stokes equation (Deltares, 
2014). The model was developed in 2D and used a barotropic flow. The 
model shown in Fig. 9 consists of two nested grids of progressively 
increasing resolution (Faivre et al., 2019). The largest wave extends 
from WW3 point 1 offshore and the resolution of the grids are 150 m ×
150 m and 50 m × 50 m respectively. The flow grid is similar to the 
smallest wave grid with a resolution of ~50 m × 50 m and 117,493 
elements (Fig. 9). The resolution of the model did not allow to solve in 
detail the channels in the upper part of the lagoon. However, there were 
enough grid cells to resolve the rest of the lagoon system. 
Four types of forcing were used as shown in Fig. 2, S1: only forced 
with the tide; S2: forced by tide and wind, S3: forced by waves and tide 
and S4: forced by tide, waves and wind. The wave model was coupled 
with the flow by information from the wave module being passed to the 
flow module followed by calculation of wave-induced residual flow and 
Fig. 5. Comparison of water level variations: A) between the Port Vila tide gauge measurement and the model simulations for May 2019, and B) between water level 
measured with pressure sensor on the reef flat and the model simulation (bottom) using scenario S3. 
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Stokes drift. The model used to estimate the effect of the dredge on the 
circulation in Vila used the same wave model as the previous model for 
the coarser grid and two other waves nested grids of 75 m × 75 m and 
37 m × 37 m and one more nested grid for the flow model with a 
resolution of ~10 m by 10 m (Fig. 2). The bathymetry and topography 
were based on LIDAR data and a Digital Elevation Model (DEM) 
generated by the UK Hydrographic Office at a spatial resolution of 5 m 
covering bathymetry down to 50 m depth, courtesy of the Vanuatu 
Table 2 
Recreational water risks associated with E. coli collected in Erakor Lagoon system given with Most Probable Number (MPN)/100 mL 
for a guide to the degree of sewage contamination. 
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Fig. 6. Comparison between measured and model data for: A) the significant wave height, and B) the relative wave peak period.  
Fig. 7. Comparison between modelled and observed current speed A), and direction in nautical B) at the entrance of the lagoon. 0 degree represents North direction.  
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government. Data for other sections of the bathymetry were sourced 
from GEBCO's gridded bathymetric dataset (GEBCO Compilation Group, 
2020). The Shepard weighted averaging method was used to define a 
depth value for each grid cell. Triangular interpolation was applied 
between adjacent survey lines (Fig. 9). The NOAA WW3 wave data at 
Point 1 (Lon: 168.16681; Lat: − 17.833269) was used as a wave input to 
force the model at the offshore boundaries. The wave characteristics 
used for the model are the significant wave height (Hs), the wave peak 
period (Tp) and the wave direction (Dir). The model was calibrated over 
the period of the 4/10/2018 to the 09/10/2018 with water levels and 
wave data collected by this study at the entrance of Erakor Lagoon and 
over the month of May using the wave buoy shown in Fig. 4. 
To analyse the pollution in the lagoon a passive tracer was imple-
mented in Erakor Lagoon system and Vila Harbor into the flow module. 
The concentration of the passive tracer follows an advection-diffusion 
equation. The value of this tracer was set initially to “1” in the lagoon 
system and to “0” outside the system, with “0” indicating the absence of 
the pollutant. The concentration of the tracer could be set as the prop-
erties of pollutants for further investigations. 
We defined the lagoon flushing time as the time required for the 
passive tracer to disappear from the system which was determined as 
being equal to the time for the concentration of a tracer to fall to within 
1/e (0.37) of its original value (Brodie et al., 2012;Wang et al., 2007). 
This time was then adopted as equating with the residence time. The 
renewal time for the entire lagoon system was then calculated. 
3.3.2. Validation of the model  
• Water levels 
The model was calibrated with the Port Vila tide gauge located in 
Vila Bay Harbor (Fig. 1) for the month of May 2019. 
The model reproduced sufficiently well the phase and amplitude 
during the tidal cycle of May 2019 with a root mean square error, RMSE 
of 0.012 m at the SEAFRAME tide gauge in Vila Bay and 0.047 m inside 
the lagoon be considered fit-for-purpose (Fig. 6). Note that the mean bias 
is negligible and that variation in water level through the lagoon is due 
to the gradient created by the outer reef  
• Wave buoy 
The model was calibrated with the wave buoy installed in May 2019 
outside the reef (Fig. 7). The model demonstrated sufficiently good 
agreement with a RMSE of 0.10 m for the wave height and of 2.5 s for the 
wave peak period at the wave buoy location to be considered fit-for- 
purpose.  
• Current with the Marotte 
The model was calibrated with current meters and was also consid-
ered fit-fort purpose (Fig. 8). During the spring tide on the 19th of May, 
the model overestimates the speed at the current meter 1 position during 
the ebb tide. This is likely due to the coarseness of the model and local 
winds. While the model was forced with uniform wind from the airport 
station, the direction is well represented. 
Delft 3D model was applied here with a dispersion coefficient of 0.1 
m2/s. In order to calculate the dispersion characteristics of the drifters, 
the following equation was used (Spencer et al., 2014). 
Fig. 8. Bathymetry and model domains, 3 nested grids A), flow grid and bathymetry B) and lagoon systems area considered for the tidal prism C) and areas were the 
tracers were set initially to “1”. 
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where K is defined as the dispersion coefficient computed using the 
longitudinal (x) and latitudinal (y) cluster displacement variance σxσy of 
the drifters with respect to time t (Tseng, 2002). 
Additionally, the order of the speed recorded by the drifters was 
similar to the modelled speed at the places the drifters were released. 
3.4. Tidal prism 
The tidal prism is the volume of water in the lagoon system between 
mean high tide and mean low tide, or the volume of water leaving the 
lagoon system at ebb tide (Davis and Fitzgerald, 2004). Determining the 
tidal prism is important for calculating the residence time of water and 
also pollutants in a lagoon system. The flushing time derived from the 
tidal prism is defined by the shortest possible time during the entire 
water fraction of the lagoon, it is the lower limit (Matso, 2018) The 
flushing time is defined as the time interval in which the total amount of 
the existing lagoon water will be replaced by the new water entering the 





where TF is the flushing time; VL is the volume of the lagoon system at 
the high-water level; QL is the volume of the mixed lagoon water that 
leaves the lagoon system in the ebb tide; and T is the duration of the 
dominant tidal period. In well-mixed estuaries flushing time is often 
calculated with the mean tidal volume of the estuary and the mean 
volume of the tidal prism. The volume of the lagoon was calculated 
using the Lidar data and the surface volume tool in ArcGIS to provide a 
better understanding of the water exchange during flood tide and ebb 
tide. The surface volume was calculated during the average conditions of 
high and low tide and during spring tides conditions. We assumed that 
the lagoon is well-mixed given its dimensions. Fig. 10 shows the area 
considering for the tidal prism calculation in Erakor Lagoon system and 
Vila Bay. The same area was used for the passive tracer. 
However as tidal currents are oscillatory, some of the water removed 
on one ebb tide is always returned on the next flood tide, the water never 
completely flushes out. As a result, practitioners use an exponential 
decay function to come up with a final estimate of flushing as introduced 
earlier by using a passive tracer. The system flushed out when 37% of the 
introduced substance remains in the system (Li, 2010) and 63% has 
exited the system. 
4. Results 
4.1. E. coli and faecal contamination 
The health risks for water-based recreational activities of E. coli 
concentration levels are based on seven risk categories from “low” to 
“very unsafe” assessed against U.S. EPA Recreational Water Criteria 
Recommendation 1 (Aquagenx, 2021). US EPA guidelines are used 
across the US to assess water quality and potential impact. For the 
Erakor Lagoon System and Villa Bay, the results ranged from “low risk” 
to “very unsafe with predominance of high risk to very unsafe (Table 2). 
Over the period of May 2019 to June 2020, 69 samples were 
collected in different locations of the lagoon (Fig. 4). Samples were first 
collected close to discharge sources (point D and Point F) and then to the 
adjacent beaches to see potential impacts. Only 11 samples out of 69 
samples collected were considered low risk for recreational water ac-
tivities defined by E. coli inferior to 84 MPN/100 mL while 27 samples 
out of 69 were considered as very unsafe with E. coli superior to 
1000MPN/100 mL (Table 2). A total of 55 samples were considered high 
risk with E. coli superior to 136 MPN/100 mL which represents 78% of 
the samples collected. Overall, a high level of E. coli was identified in the 
coastal areas of Erakor Lagoon. These results suggest that the lagoon 
entrance where there is increased exchange with the ocean water, is less 
contaminated (Table 2). However, only one sample was collected at the 
entrance in June 2019. Additional samples would allow verification of 
this observation. Most of the samples were collected at low tide, as it was 
expected to measure higher E. coli. However, the results do not verify 
completely this assumption in all locations. For example, on the 28th of 
May 2019, samples were collected at both high and low tide. At that 
time, only Point B and Point F have higher values during low tide than 
during high tide. The quality of the water was shown to have worsened 
over the course of the year. Only one sample out of 47 samples 
considered as possibly safe. The results also show that the main sources 
of pollution are likely coming from point sources associated with the 
hospital and buildings bordering the lagoon or from runoff after heavy 
rains. Every sample taken directly from discharge points were consid-
ered very unsafe with values superior to 1000 MPN/100 mL. This sug-
gests that there is poor or no treatment at discharges points. 
Fig. 9 presents the exceedances of E. coli for each location within 
Fig. 9. Exceedance expressed as a percentage of E. coli as 
assessed against U.S. EPA Recreational Water Criteria 
Recommendation1 (Aquagenx) per location. Thresholds 
for E. coli are set against the U.S. EPA Recreational Water 
Criteria Recommendation1. The percentage exceedances 
are calculated from the number of data points between 
May 2019 and June 2020that have exceeded the 
threshold of Intermediate risk (>96 MPN/100 ML or >to 
376.8/100 ML using the upper 95% confidence Level/ 
100 mL).   
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Erakor lagoon system. Counts of exceedance are shown for MPN/100 mL 
superior to 96 MPN/100 mL which indicate high risk to very unsafe 
levels for human health against the U.S EPA Recreational Water Criteria 
Recommendation 1 (Aquagenx, 2021). All the location at the exception 
of the entrance (Point O) show exceedance of intermediate risk in most 
of the cases (>65%). The adjacent beach to the hospital discharge (Point 
C) has 100% exceedance of intermediate risk for health for all the 
sample collected. 
4.2. Residence time 
By using, the tidal range with the mean high tides and mean low tides 
2019 from Port Vila Tide Gauge, we found a range of 1.2 m and a tidal 
prism of 6.75 × 106 m3 for Erakor lagoon and 8.44 × 106 m3 for Vila Bay. 
Table 3 shows the surface and volume of Erakor Lagoon system and 
Vila Harbor using the tidal range from SEAFRAME tide gauge. 
The average tidal range of the SEAFRAME tide gauge at the spring 
tide is around 1.2 m and around 0.4 m at the neap tide. The average 
Table 3 
Surface and volume of Erakor Lagoon system and Port Vila Harbor.  
Study area Area 2D (m2) Volume (m3) 
Erakor Lagoon system (msl) 4,596,274.3 20,555,418.9 
Erakor Lagoon system (Low tide) 3,932,864 17,058,840.7 
Erakor Lagoon system (High Tide) 4,607,940.5 23,805,335.5 
Vila Harbor (msl) 5,676,748 99,369,246.2 
Vila Harbor (low tide) 5,247,550.1 94,966,053.7 
Vila Harbor (high tide) 5,780,271.3 103,409,747.6  
Fig. 10. Water levels at the entrance of the lagoon the system (blue), in the middle of Erakor 2 (green) and in the middle of Erakor 3 (red). (For interpretation of the 
references to colour in this figure legend, the reader is referred to the web version of this article.) 
Fig. 11. Concentration of the passive tracer for the coupled wave-flow model.  
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range of the tide is around 0.73 m at the entrance of the lagoon system 
while the average range of the tide is 0.4 m in Erakor 3 using the nu-
merical model (Fig. 10). The average surface elevation from the model 
induced by the flood tide and by the ebb tide are shown in Fig. 11. The 
furthest from the ocean entrance, the less tidal range amplitude is found. 
Results from the model showed that the tidal range in Erakor 3 could be 
30% smaller than the entrance. The phase difference found between the 
lagoon and difference in amplitude has an impact in the flushing time of 
the lagoon system. A phase difference between Erakor 1 and Erakor 3 
was observed with up to 3 h difference in the phase found between the 
entrance of the lagoon and Lagoon 2 with the tidal range being smaller 
in the upstream lagoon. The average surface elevation from the model 
induced by the flood tide and by the ebb tide are shown in Fig. 10. 
The model results showed that the velocity is not uniform at the 
entrance of the lagoon and the tidal range varies within Erakor lagoon 
system as the flushing time calculated with the tidal prism calculation 
would be really approximated. The method using a passive tracer with a 
numerical model seemed more appropriate than the tidal prism to 
calculate the flushing time of the lagoon. We continued the study using a 
conservative tracer as described in the method section to calculate the 
flushing time of the lagoon systems. 
The residence time in Erakor Lagoon system and in Vila Bay was 
found to be around one year for the former and seven months for the 
latter using tide data from 2019. A harmonical tidal cycle (29 days) 
therefore does not enable flushing of all the lagoon system. The entrance 
of the lagoon has a flushing time on the order of 15 days when only the 
tide is considered, eight days when the wind is included and 20 h when 
the waves are included (Point 0, Fig. 12). 
Erakor 1 is flushed at a higher rate than Erakor 2. Residence time in 
Erakor2 can be described by two trends. First, south of Point B is flushed 
in approximatively one day. This is the case for Point 2 and the section 
from Point B to the Hospital (Point C) over 20 days. Second, Erakor 3 
flushing time is more than two months long. Furthermore, the full 
lagoon has a high residence time equivalent to one year. Erakor 2 and 
Erakor 3 Lagoons have the same geometry, but the former is influenced 
by wave conditions and tidal conditions while the latter has less tidal 
and wave influence due to its distance from the ocean. 
A comparison between residence times based on varying wind and 
wave forcing is illustrated in Fig. 13. The entrance of Erakor is flushed in 
less than a week and wind slightly decreases the flushing time. However, 
for Lagoon 2, the upstream part of the lagoon system is poorly flushed 
and has a residence time longer than two months. This outcome is due to 
the tidal and wave influence in the downstream part (entrance and 
Lagoon 1) while only a minor influence is evident in upstream part 
which is more than two kilometres from the entrance. When waves are 
included in the model, the residence time decreases, and the down-
stream part of the lagoon system is flushed in less than two days. The 
upper part of the lagoon remains poorly flushed with a residence time 
longer than two months. 
Vila Bay Harbor has a long residence time over two month-time and 
the water exchange with the rest of the Bay is quite poor. The water is 
trapped within the shoreline and towards Iririki Island (Fig. 1). Waves 
increase the water exchange with the rest of the bay but not enough to 
flush the full Bay to ~37% (1/e) of the initial concentration of the 
passive tracer in two months. Such a high residence time is likely to 
affect the water quality within the lagoon system and Vila Bay. 
4.3. Impact of wave on residence time 
The model including the tracer was run with tide alone and then tide 
coupled with waves. It was found that the waves have an impact at the 
entrance of Erakor Lagoon up to Point B located at the South part Ocean 
Fig. 12. Lagoon residence times when the model is forced by tide and wind (A), without wind (B), coupled waves and flow (C) and only the tide (D).  
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side of Erakor 2 (Fig. 14) but has less impact on flushing the full lagoon 
system as the upstream is mainly influenced by the tide. In Vila Harbor, 
waves are affecting the tracer concentration but over longer (i.e. two 
month) rather than a few tidal cycles. Fig. 14 shows that after two 
months of simulations (May-June 2019), the tracer concentration was 
reduced when waves are included in the model with a difference of up to 
0.5. No differences are observed in the open ocean. It seems that the 
circulation in Vila Bay Harbor is highly impacted by the wind stress 
compared to the circulation in Erakor Lagoon system. 
Model results showed that waves have a greater influence on flushing 
in Vila Bay Harbor compared to the lagoon. Results from a two-month 
simulation (May-June 2019) showed that the concentration with no 
waves was found to be 20% more than the model when run with waves. 
The greatest differences were evident in the first two weeks of the 
simulation with the effect most apparent at the entrance. 
4.4. Impact of wind in the residence time 
The model showed that concentration of the tracer is likely to be 
higher during the wet season due to weaker wind than in the dry season, 
consistent with the findings of Graham et al. (2020). Fig. 15 shows the 
difference in concentration after one year with and without wind. The 
model simulation revealed that the lagoon is flushed more quickly when 
the wind is included than when no wind was considered, and that the 
tracer concentration after one year is higher when no wind was included 
in the model than when wind was added. The major difference appears 
in Vila Harbor where the difference goes up to 0.3. In Erakor Lagoon 
system, the difference between the model with wind and without wind is 
not really observed in the downstream of the lagoon but is slightly 
evident in Erakor 3 which is less influenced by the tide with a difference 
up to 0.2. In Vila Bay the difference is more apparent with value up to 
0.5. Little difference was observed in the deep areas. It seems that the 
circulation in Vila Bay Harbor is highly impacted by the wind stress 
compared to the circulation in Erakor Lagoon system. 
As the wind was shown to not make a major difference in terms of 
residence time in Erakor Lagoon, subsequent model analyses were un-
dertaken without considering the wind, resulting in a worst-case study 
in terms of residence time. All the drifters seemed to be tidally domi-
nated and little influenced by the wind. 
4.5. Climate change and residence time 
The concentration of the tracer was modelled according to pro-
jections of sea level rise presented in Table 1 with emissions scenarios 
and sea level projection of an increase by 0.6-1.1 m by 2100 with the 
high emission scenario (Nurse et al., 2014) (Fig. 16). 
Model simulations found that projected sea level rise increases the 
residence time of the passive tracer for the section going from the 
entrance (Point 0) to the south part of Erakor 2 (Point B) (Fig. 16). At the 
hospital level (point D), the concentration of the passive tracer is 
modulated with the tide after a few months, while the concentration of 
the tracer gets lower with higher sea levels. In the channel linking the 
two lagoons (point F), sea level rise decreases the concentration of the 
passive tracer and the same observation is observed in the upper part of 
the lagoon system in Lagoon 2 (point G). In this part of the lagoon, the 
concentration of the passive tracer is no longer influenced by the tide. 
These results suggest that increasing sea level would decrease the 
flushing of the lagoon system up to the Hospital discharge and then 
increase slightly the flushing in the upper part in Lagoon 2. As most of 
the resorts are located along the first part of the lagoon, the water 
quality of lagoon system is likely to decrease with rising sea level. 
Current speed data were plotted against water levels to establish a 
link with rising water levels (Fig. 17). When the water level increases, 
currents slow at the entrance of Erakor Lagoon (current meter 1) and the 
currents are faster at entrance of Lagoon 2. These responses would affect 
the flushing time and the residence time of the full lagoon system is 
Fig. 13. Concentration of the tracer after 24 h simulated with wave coupled with flow model (a) and with only flow model (b); difference (No wave-Wave) in the 
concentration between the two models after 3 days (C) and after 2 months (D). 
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likely to increase with rising sea levels. 
The magnitude of the current is similar on the outgoing and 
incoming tide at the upstream part of the lagoon (Fig. 18). However, the 
first part of the lagoon system shows higher current during low tide 
which explains the flushing at the entrance. Waves are acting on the 
current direction and play an important role in the flushing time. 
4.6. Dredging impacts on the circulation 
Vila Bay harbor channel was dredged to 5.5 m depth in 2017 (Fig. 1). 
The simulation results shown in Fig. 18 investigated the potential im-
pacts of dredging on pollutants concentration. No differences were 
observed in terms of the residence time in Vila Bay harbor when the 
model was run with the channel dredged or not dredged. Any increase of 
pollutant concentration in the Bay after 2017 is unlikely to be due to the 
dredging. 
5. Discussion 
The aim of this study was to understand the fate of potential pol-
lutants and flushing time of Port Vila Bay and in Erakor Lagoon systems, 
and the impact of wastewater discharge on water quality, inclusive of 
projected sea level rise and related climate variability. This in turn 
required a detailed understanding of the dominant circulation patterns 
that drive key processes and how circulation in the lagoons and bay is 
affected by waves, water levels, wind or buoyancy forcing. 
5.1. Microbial contamination 
Microbial contamination had already been recorded in Vila Bay at 
levels that failed the international bathing water standards (Devlin et al., 
2020). The sewage contamination in Vila Bay (Devlin et al., 2020) is a 
concern to human health particularly with the poor flushing found in the 
Bay. 
However, the water contamination was unknown in Erakor Lagoon 
system. We collected samples within Erakor Lagoon system to detect and 
quantify micro-organisms indicators of potential sewage contamination 
that could impact public health (EPA Office of Water, Office of Science 
and Technology, Health and Ecological Criteria Division, 2015). E. coli 
was used as an indicator of faecal contamination and the contamination 
by wastewater. These analyses were used in conjunction with the results 
from the calibrated numerical model on residence time. To our knowl-
edge, this is the first study that has assessed E. coli on a regular basis in 
the Erakor Lagoon system and then developed a numerical model of 
Erakor Lagoon to estimate the flushing time. 
We found an increase of E. coli in the lagoon system based on the 
samples collected from October 2019 to June 2020 compared to the 
samples collected in May 2019. E. coli concentrations were found to 
Fig. 14. Passive tracer concentration after 2 months simulation from January to March 2019 without wind (A), with wind C), after 1 year simulation without wind B) 
and with wind D) and difference in concentration between the model without wind and the model including the wind after 2 month simulation E) and 1-year 
simulation in 2019 F). 
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exceed the level deemed safe health standard for recreational activities 
(esdat, 2000; Moreno et al., 2019) in most of the locations collected. 
These results are consistent with the poor flushing time found for the 
lagoon system. They are also consistent with observations from the 
Department of Environmental Protection and Conservation of the Gov-
ernment of Vanuatu, 2011 reporting and a substantial reduction in water 
quality in the lagoons relative to the open ocean. 
At the entrance of the whole lagoon system (Point 0) samples 
collected on the beaches were found to have a lower concentration of 
E. coli. This is to be expected given this location's better water circulation 
and flushing. Water level ranges were found to diminish rapidly in the 
upstream part of Erakor, resulting in the ebb tide being insufficient to 
flush the whole system at once. 
As most of the samples were collected during spring tides, a better 
understanding of the variations with tide, wave and wind and the other 
climate parameters including rain, would be gained from sampling 
E. coli over a longer time period. It would be helpful to collect both 
spring tide and average tide occurring at the quarter moon. 
5.2. Flushing time using numerical model 
The water exchange between the lagoons within the Erakor Lagoon 
system was studied and the residence times were calculated with vary-
ing parameters of waves, wind and sea level. The presence of waves 
helps to flush pollutants at the entrance of the lagoon system up to the 
half of Erakor 2 where a tourist resort is located. In the upstream part of 
the lagoon mixing is more sluggish resulting in an increase in pollution 
concentrations, compared to downstream where nutrients are mixed by 
waves and currents. Wave parameters do not significantly vary through 
the year, but larger waves are noticed during the dry season (Faivre 
et al., 2019). Therefore, it is likely to expect better flushing during the 
dry season than the wet season with smaller waves more likely in the 
period of December-February (Fig. 3). This result agrees with findings 
from Graham et al. (2020) which showed that high coastal concentra-
tion of pollutants is most likely during the wet season in Vila Bay. 
The effect of wind produced a lower residence time in the southern 
part of the lagoon system and in Vila Bay. The exchange of the water in 
Vila Bay with the rest of Mele Bay is increased with wind impacts as is 
the northern part of the Erakor Lagoon system (Erakor 3). Only the tide 
and wind were shown to play a role in the residence time of the rest of 
the lagoon system. As low rates of water movement were found in Erakor 
3, any pollutants released in this section will not reach the ocean before 
the end of a harmonic tidal cycle (29 days) and are likely to remain in the 
Erakor 3 Lagoon. This implies that pollutants released into the northern 
part of the Erakor lagoon system and from the land in Vila Bay, are likely 
to be accumulated in the lagoon system. These results explain the poor 
water quality results found in the Erakor Lagoon system and in Vila Bay 
(Devlin et al., 2020). 
The results highlight the risk of water quality issues from pollutants 
released in the upstream part of the lagoon systems; the furthest point 
from the ocean. Five high risk wastewater treatment plants in Port Vila 
have been identified including the Port Vila Central Hospital (upstream 
of Erakor 2, Iririki Island Resort (Vila Bay), Le Lagon Resort (entrance to 
the lagoon system), le Meridian Resort (Vila Bay) and the University of 
Fig. 15. Tracer concentration: A) at the entrance of Erakor island at Point 0, B) in front of the Hospital discharge at point D, C) between Lagoon 1 and 2 at point F, D) 
in the upper part of Lagoon2 at point G with increasing sea levels, E) In the southern part of Vila Bay at point H, and F) in the northern part of Vila Bay at point I. 
Points 0, D, F, G, H and I are given in Fig. 1. 
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South Pacific (upstream of Erakor 2) (SOPAC, 2007). The discharge from 
the hospital plant is monitored by UNELCO, a private company sup-
plying electricity and water in Vanuatu. However, no monitoring data 
are publicly available (Department of Environmental Protection and 
Conservation of the Government of Vanuatu for the Asian Development 
Bank, 2011). Generally, pollutants released from hospitals include a 
variety of components such as pharmaceutical residues including anti-
biotics, detergents, endocrine disruptors and pathogens (Kumari et al., 
2020). 
Due to the poor flushing time found in this study, both the health of 
communities and that of the coral reef health, are likely to be impacted 
by pollutants released into the lagoon. Over the summer, increased 
runoff, and weaker winds (Fig. 3) are likely to increase the residence 
time of pollutants in the lagoon. It can also be expected that their surface 
concentration will increase due to less mixing (Graham et al., 2020), 
especially in Vila Bay where waters are deeper than the Erakor Lagoon. 
Model simulations suggest an increase in sea levels would result in a 
decrease in the flushing time of the waters up to the upper part of Erakor 
2 around the hospital discharge. In Erakor 3, this trend is reversed. In 
addition, climate change projections are likely to increase the residency 
time of a pollutant in the lagoon system due to increasing rainfall during 
the wet season (Graham et al., 2020), decreasing of the incidence of 
drought under the high emission scenario in Vanuatu (Clarke et al., 
2011; Whetton et al., 2012) and from increasing sea levels. 
The model results suggested that the flushing time in Vila Bay was 
not changed by previous dredging. However, we did not investigate the 
impact of dredging Erakor Lagoon or altering the dimension of the 
channel's inlet. This is a management issue that warrants further 
Fig. 16. Correlation between water levels and current speed within the lagoon, at the entrance A) (current meter 1) and at the entrance of Lagoon 2 B) (current 
meter 4). 
Fig. 17. Current direction with water level: A) current meter 1 and B) current meter 4).  
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investigation and further application of 3D numeric models would also 
increase understanding pollutant dispersion and management of the 
wastewater The 2-D approach used here assumes water bodies are well- 
mixed. This assumption is likely valid in the Erakor Lagoon system due 
to its shallow waters, where little stratification is to be expected. Vila 
Bay, however has deeper waters, and it would be necessary to monitor 
the water column to determine the validity of this assumption. 
Furthermore, for contaminant dispersion studies, the 2D model assumes 
contaminants are fully mixed and are not concentrated at the surface or 
a particular depth. Additional monitoring is therefore needed to provide 
observational data for modelling the rate of decay for pollutants in the 
Lagoon system and Vila Bay. Long-term monitoring of the Erakor 
Lagoon system, as is done for Vila Bay (Devlin et al., 2020) will help 
improve understanding of the impacts on water quality parameters of 
proposed developments and a rapidly changing climate. Long-term 
water quality monitoring provides the data needed for modelling short 
and long-term temporal and within-lagoon spatial variability. 
Further work is needed to investigate pollutant dispersion. Addi-
tional data collection would increase understanding of processes in this 
lagoon system (Blacka and Drummond, 2019; Gutierres et al., 2016) 
with climate patterns (Nayeb et al., 2014). 
5.3. Improve management of coastal waters in SIDS 
The model was able to provide useful insights into the hydrody-
namics of the Erakor Lagoon system and Vila Bay Harbor, with the 
former being particularly understudied. The bathymetry, waves and 
wind were found to play an important role in the circulation pattern and 
residence time of a pollutant. The improved understanding of the role of 
tides, waves and climate change can assist decision makers in meeting 
growing water management challenges. 
The poor water exchange found in the Lagoon system has implica-
tions for water management (Mudge et al., 2008). It is not likely to be 
safe to release any pollutants in these areas at any phase of the tide due 
to the low water exchange with the rest of the Bay. Uncontrolled 
wastewater discharge in the Lagoon system decreases water quality and 
increases the health risks for people. Treatment before releasing 
wastewater is therefore crucial and it is strongly recommended that non- 
treated wastewater be prevented from being discharged. Increasing 
volumes of wastewater discharge are anticipated due to the growing 
urban population (Vanuatu National Statistics Office, 2021). 
Regular maintenance of existing sanitation facilities is a critical 
pollution control measure which require particular attention during 
summer when wind is lower and runoff increases. Oversight of this 
maintenance is the responsibility of the relevant agencies (Department 
of Environmental Protection and Conservation of the Government of 
Vanuatu for the Asian Development Bank, 2011). Development of 
wastewater discharge standards from contaminated sources are needed 
to avoid high pollution in the water system (Poustie and Deletic, 2014; 
Zheng et al., 2020). As the driving factors of water environment pressure 
are population size and urbanisation, these standards need to be 
accompanied by industrial optimisation, technological upgrading and 
increase management (Zhang et al., 2021). A key task is to determine the 
maximum permissible concentrations/loads of pollutants in wastewater 
discharged in the lagoon to maintain the good quality of the water body 
(Preisner et al., 2020). An integrated approach is needed (Sad et al., 
2020) that considers all factors affecting the water quality. For example, 
drainage systems in Port Vila are designed for the runoff response to the 
rainfall of a 1 in 5-year storm (Department of Environmental Protection 
and Conservation of the Government of Vanuatu for the Asian Devel-
opment Bank, 2011). Knowing the storm frequency is therefore crucial 
to designing drainage flow. Another concern, would be the drainage 
capacity in Port Vila with growing population. 
Another relevant management point which is also relevant for other 
islands in the South Pacific, is that during monitoring, mangroves were 
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communities live. However, they were absent in front of infrastructure 
on the western part on the lagoon. The coastal zone of many South 
Pacific islands faces such development pressures from an expanding 
tourist sector. However, mangroves and seagrass meadows provide 
important ecosystem services including filtering pollutants, nutrients 
and sediments carried from wastewater (McEvoy et al., 2017; Taillardat 
et al., 2020; Ouyang and Guo, 2016) which help keep lagoon systems in 
good condition. Khambete and Shakwala (2010) demonstrated that 
mangrove acts as a natural wetland for treatment of domestic waste-
water discharged, retaining excess nutrients and some pollutants (Knox 
et al., 2008). There is a need of increasing public awareness (Katupotha, 
2016) and coastal planners to promote conservation of mangrove hab-
itats to improve water management. The management and restoration of 
mangroves would play a critical role in sustaining health of coastal 
ecosystem including coral reef through water quality improvement 
(Adame et al., 2019). 
6. Conclusion 
This study provides new information on the residence time of pol-
lutants in the Erakor Lagoon systems and Port Villa Bay. The results 
highlight the influence of wind, waves and water level in their patterns 
of circulation. This information can inform planning and management to 
reduce marine pollution of the lagoon and prevent future pollution 
associated with land-based activities and associated developments. 
Similar studies are needed throughout the SIDS. These results are a first 
step in the development of a more comprehensive, long-term monitoring 
system. Additional monitoring is needed to support improved water 
quality management and decision making in coastal ecosystems that 
provides significant benefits for local communities and the tourist 
sector. 
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